
:: :: Bag 4 -Bag 4 - Step 3 Step 3

:: :: Bag 4 -Bag 4 - Step 4 Step 4

:: :: Bag 5 -Bag 5 - Step 1 Step 1
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21458
TC28 

Suspension 
Arm, Upper

(0 deg)

21458
TC28 

Suspension 
Arm, Upper

(4 deg)

21459
TC28 

Steering 
Block, Right

21459
TC28 

Steering 
Block, Arm

(Short)

21468
4x7x2mm

Bearing

x2x2
21647

Threaded 
Pivot Ball
3.5mm

21479
TC28 

Turnbuckle
10mm

21479
TC28 

Turnbuckle
10mm

21479
TC28 

Rod End

21479
TC28 

Rod End

21697
Ballstud
3.5mm
2x3mm

21650
3.8x2x1mm

Ballstud 
Washer

x2x2

21666
2x4mm
BHCS

21666
2x5mm
BHCS

Front Upper Arm
2mm

Rear Upper Arm
2mm

Build x2 Rear, Left and Right Side

Build Left and Right Side

Build x2 Left and x2 Right Side

Build Left and Right Side

FRONT

REAR



:: :: Bag 5 -Bag 5 - Step 2 Step 2

:: :: Bag 5 -Bag 5 - Step 3 Step 3

:: :: Bag 6 -Bag 6 - Step 1 Step 1
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x2x2

x2x2

x4x4

x2x2

x2x2

21471
TC28 

Anti-Roll 
Bar Ball

21471
TC28 Anti-

Roll Bar 
Pivot Collar

21681
2x2mm

Set Screw

21471
TC28 

Anti-Roll 
Bar Link

21471
TC28 

Anti-Roll 
Bar Link

21470
TC28 Anti-Roll 

Bar Set
(Front - 0.8mm)
(Rear - 0.8mm)

x2x221479
TC28 

Rod End

21479
TC28 

Turnbuckle
14mm

Note:
Pinch ballcups on pivot ball 

with pliers lightly if tight.

!

Note:
Notch indicates left hand 

thread.  Install notch on left 
side of car.

!

8.2mmBuild Left and Right Side

Build Left and Right Side

Note:
Set end of roll bar fl ush 
with Anti-Roll Bar Ball.

!



:: :: Bag 6 -Bag 6 - Step 2 Step 2

:: :: Bag 6 -Bag 6 - Step 3 Step 3

:: :: Bag 6  -Bag 6  - Step 4 Step 4
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12.75mm

4mm

Motor
*Not Included

x2x2

x6x6

21666
2x5mm
BHCS

21667
2x4mm
FHCS

64P Pinion 
and Set Screw
*Not Included

21690
RC28R FT 
Aluminum 
1:28 Scale 
Pinion Gear 
Set, 9-11 

Tooth - 64p

21691
RC28R FT 
Aluminum 
1:28 Scale 
Pinion Gear 
Set, 12-14 
Tooth - 64p

21483
TC28 

Top Deck

x2x2

x2x2

x2x2

21479
TC28 

Rod End

21479
TC28 

Rod End

21479
TC28 

Turnbuckle
14mm

21479
TC28 

Turnbuckle
18mm

Note:
Pinch ballcups on pivot ball 

with pliers lightly if tight.

Note:
Pinch ballcups on pivot ball 

with pliers lightly if tight.

!

!

Note:
Notch indicates left hand 

thread.  Install notch on left 
side of car.

!

Note:
Notch indicates left hand 

thread.  Install notch on left 
side of car.

!

Build Left and Right Side



:: :: Bag 7 -Bag 7 - Step 1 Step 1

:: :: Bag 7 -Bag 7 - Step 2 Step 2

:: :: Bag 8 -Bag 8 - Step 1 Step 1
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SHOCK

 FLUID 

#5457 30K

SHOCK

 FLUID 

#5457 30K

x4x4

x4x4

21666
2x4mm
BHCS

21666
2x4mm
BHCS

21474
TC28 

Shock Tower

21474
TC28 

Shock Tower

21474
TC28 

Shock Collar

21474
TC28 

Shock Collar

21469
TC28 Body 

Post

21469
TC28 Body 

Post

21469
TC28 Front 

Bumper

x2x2
x2x2

21474
TC28 

Shock Body

21474
TC28 

Shock Body

21474
TC28 

Shock Shaft

21474
TC28 

Shock Shaft

21647
Threaded 
Pivot Ball
3.5mm

21647
Threaded 
Pivot Ball
3.5mm

21462
TC28 FT Shock 

Spring Set
(Kit - Red, 

6mm, 1.4k)

21462
TC28 FT Shock 

Spring Set
(Kit - Red, 

6mm, 1.4k)

x2x2 x2x221666
2x4mm
BHCS

21667
2x4mm
FHCS

Build Left and Right Side

Build Left and Right Side



:: :: Bag 8 -Bag 8 - Step 2 Step 2

:: :: Bag 8 -Bag 8 - Step 3 Step 3

:: :: Bag 8 -Bag 8 - Step 4 Step 4
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Mako X Body 

Note:
Adjust the body height 

depending on body used.!
Install body with the 

O-Rings 1st, then body, 
then body clips.

!

x4x421469
Body Clip

x4x421469
Body Post 

O-Ring

ESC and Receiver 
*Not Included!

Battery 
* Not Included!

x2x26727
Servo Tape

x2x2

x2x2

21689
M2 Locknut, 

Aluminum

21689
M2 Locknut, 

Aluminum

21486
TC28 Battery 
Mount Plate

(2)

21486
TC28 Battery 
Mount Plate
(1 - Short)

x2x221666
2x4mm
BHCS

x2x221673
2x6mm
BHCS

x2x2

x2x2

x2x2

21667
2x4mm
FHCS

21486
TC28 Battery 

Mount Standoff

21667
2x5mm
FHCS

Note:
Use included long plate 

for 24mm wide batteries.

!

FRONT

REAR



:: :: Bag Tires / Wheels -Bag Tires / Wheels - Step 1 Step 1

:: :: Body - 1Body - 1

:: :: Body - 2Body - 2

15

Body Mounting:
1. Use the existing front hole dimples.

2.  Mark rear body post holes – 2.5mm 
further forward (from center) than existing 

rearward most dimples.

3.  Cut off excess polycarbonate along bottom 
edge of body. Check that your marks line up 

with body posts before reaming holes. 

Paint mask and body decals included. 
Trim wheel wells to clear wheel and tires as 

needed.

Wing Mounting:
1.  Cut out the wing along the outer 
lines. Trim wing down as desired for 

tuning.
2.  Mount the wing by reaming 

existing dimples (front set of dimples 
suggested). 

3.  Use reamed holes on the wing as a guide for 
reaming mounting holes on the body. Take care to 

center the wing side to side and keep it square. 
4.  Use included mounting hardware.

*Note that both the wing and body have overspray 
masking which should be removed before fi nal 

assembly and adding decals.

21466
TC28 Wheel 
Set, White

21478
TC28 Tire 
Set, Front

(OD 25mm)

21466
TC28 Wheel 
Set, White

21478
TC28 Tire 
Set, Rear OPTIONAL

21467
TC28 Wheel 
Set, Yellow

OPTIONAL
21467

TC28 Wheel 
Set, Yellow

x4x421689
M2 Locknut, 

Aluminum

21695
Radbody 
Mako X,

Clear Body

Note:
Do not over-tighten 

wheel nuts.
Use CA glue or tire tape 
to mount tires to wheels.

!




